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17.4
Specifi cations are subject to change without notice.

KS-1106-GC-A

Type Bi
in (mm)

Bk
in (mm)

b1
in (mm)

nZ
# of tines

0345. ... .15 0.59 (15) 1.06 (27) – 1

0345. ... .20 0.79 (20) 1.26 (32) – 1

0345. ... .25* 0.98 (25) 1.46 (37) 0.51 (13) 2

0345. ... .38 1.50 (38) 1.97 (50) 0.94 (24) 3

0345. ... .50 1.97 (50) 2.44 (62) 1.42 (36) 4

0345. ... .65 2.56 (65) 3.03 (77) 2.01 (51) 5
* Type 0345. ... .25 with 0.26” (6.5 mm) bore hole (not a slotted hole)
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ZLK - AType 0345 Brackets 
With Strain Relief

Connection Dimensions
Brackets made of nylon with integral strain relief.
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For Widths Bi = 0.59 (15) to 0.79 (20)
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For Widths Bi = 0.98 (25) to 2.56 (65)

0345 Bracket
Position Options

Please specify the desired bracket variant and
position when ordering

Example: FA/MA (Standard) or FA/MI
The bracket positions at the Fixed End and Moving 
End can be changed later if required.

Bracket End
M - Moving End
F  - Fixed End

Bracket Position
A -   connecting surface on 

outside radius (standard)

I -  connecting surface on 
inside radius

K -    connecting surface turned 90° 
to the inside radius

U -  Universal Bracket
(not pictured, see opposite page)

MK

MA (Standard)

MI

FI

FA (Standar

 = Mounting Surface

d)

FK

Fixed End

Moving End

ZLK - A
bracket with integral strain relief

ZLK - A
bracket with integral strain relief

ZLK-A Fixed End Bracket
(with integral strain relief) 

ZLK-A Moving End Bracket
(with integral strain relief) 
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17.8
Specifi cations are subject to change without notice.

KS-1106-GC-A

Type Bi
in (mm)

Bk
in (mm)

nZ
# of tines

0455. ... .25  0.98 (25)  1.65 (42) 2

0455. ... .38 1.50 (38) 2.17 (55) 3

0455. ... .58 2.28 (58) 2.95 (75) 4

0455. ... .78 3.07 (78) 3.74 (95) 6

0455. ... .103 4.06 (103) 4.72 (120) 8

0455. ... .130 5.12 (130) 5.79 (147) 10

Type 0455 Brackets 
with Strain Relief

Connection Dimensions
Brackets made of nylon with integral strain relief.

0455 Bracket
Position Options
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For width Bi = 0.98 (25)
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For widths Bi = 1.50 (38) to 5.12 (130)

ZLK - A
bracket with integral strain relief

ZLK - L
bracket with detachable and independently 
positionable strain relief

Note: The critical dimensions for the Fixed End and Moving End brackets are identical. 

ZLK-L Fixed End Bracket
(with detachable strain relief) 

ZLK-L Moving End Bracket
(with detachable strain relief) 

ZLK-A Fixed End Bracket
(with integral strain relief) 

ZLK-A Moving End Bracket
(with integral strain relief) 

Please specify the desired bracket variant and posi-
tion when ordering 

Example: FA/MA (Standard) or FA/MI
The bracket positions at the Fixed End and Moving 
End can be changed later if required.

Bracket End
M - Moving End
F  - Fixed End

Bracket Position
A -   connecting surface on 

outside radius (standard)

I -  connecting surface on 
inside radius

K -    connecting surface turned 90° 
to the inside radius

U -  Universal Bracket
(not pictured, see opposite page)

MK

MA (Standard)

MI

FI

FA (Standar

 = Mounting Surface

d)

FK

Fixed End

Moving End


























